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• First all-fabric glove certified compliant 
with NFPA 1971–2018 Edition

• The Flame® glove withstands numerous 
wash cycles (60+) which is becoming 
common now as a result of cancer 
mitigation protocols.

• NFPA tests prove the back of the glove 
provides over TWICE the minimum level 
of radiant heat protection required.

• Lifetime warranty against liner pullouts, 
leakage and other manufacturing issues

• The Porelle FR moisture barrier insert is 
PFAS free.

• Releases heat quickly when turned away 
from radiant heat sources

• Available in Standard and Slimline widths

• U.S. Pat. No. 11,758,956 B2

• Styles:
FC-1000 (Gauntlet cuff)
FC-1000W (Kevlar® Wristlet)
FC-SL-1000 (Slimline Gauntlet cuff)

• Sizes: XXS–4XL

NEW SLIMLINE 
option for 

narrower hands 

The Flame® Glove 



The Flame® Glove 
SPECIFICATIONS 

Certified by SEI to meet the NFPA 1971-2018 Edition standard for structural firefighting gloves 

Outer Shell: 
 Palm: Kevlar® infused with silicone, and featuring bars of silicone to enhance grip

 Back: Yellow Kevlar® knit with knuckle patch featuring silicone coated Kevlar®

 Finger guards, back side: black silicone coated Kevlar®

 Velcro strap closure on back for secure fit

 Finger knuckles: rolled Kevlar® for enhanced dexterity

Inner Materials: 
 Inner lining consists of Knit Nomex®

 Other insulation: a mix of Nomex® and Kevlar® fabrics

 Moisture barrier: Porelle® FR moisture barriers

o breathable, durable protection against water, chemicals and blood-borne pathogens

o PFAS-free

o Independently certified by SEI to meet 2018 NFPA® standards

o Taped and stitched to the glove shell to prevent inversion

Design: 
 The Flame® glove is what is termed a ‘gunn-cut’ design with an inset thumb.

 There is a Kevlar® fabric hanging loop stitched to the cuff.

 Each pair of gloves is packaged in a bag with care instructions.

 Gloves come with either a gauntlet or Kevlar® wristlet cuff

 Patented: U.S. Patent No. 11,758,956 B2

Fit: 
 Gloves are offered in sizes XXS (64N) through 4XL (94N)

 Two finger-length options are available:  Standard and Cadet (½-inch shorter)

 Two width options are available: Standard and Slimline

Catalog Number: 
 FC-1000 Gauntlet cuff 

 FC-1000W Wristlet cuff (Kevlar®) 

• FC-SL-1000 Slimline Gauntlet cuff
 Cadet sizes FC-1000Cadet; FC-SL-1000CAD, FC-1000WCadet 

FireCraft® is a registered mark of FireCraft® Safety Products 
Porelle® is a registered mark of PIL Membranes Ltd 

Kevlar® and DuPont™ are registered marks of DuPont or its affiliates 
NFPA® is a registered mark of National Fire Protection Association 
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Specify size XXS XS S M L XL 2XL 3XL 4XL 

NFPA size 64N 70N 70W 76N 76W 82N 82W 88N 94N 




